




Dimensions (W*D*H) 440*207*44mm 440*330*44mm

Weight
Net Weight:5.6 kgNet Weight:3.67 kg

Package Weight: 4.26 kg Package Weight: 6.53kg

Installation

Reliability

Operating Temperature

Operating Humidity

Storage Temperature

Storage Humidity

Certif ication

Certif ication

Datasheet 3

Desktop, rack-mounted

Surge Immunity:

Differential mode ±2KV

Common mode ±4KV

ESD Protection:

Contact discharge ±6KV

Air discharge ±8KV

-10℃-50℃（14℉-122℉）

-40℃– 70 ℃（-40℉-158℉）

10– 90% RH non-condensing

5– 90% RH non-condensing

CE, FCC, RoHS, UKCA, RCM

Physical Characteristics

LED Indicators

On: the device power on is normal 

Off: the device is power off or failed
PWR (Green):

Sys Indicator:
Off:The system is being started or abnormal

Blinking:The system is working normally

Link Indicator:

Off: No device is connected to the corresponding port. 

On: Indicates the link through that port is successfully 

established 

Blinking: Indicates that the Switch is actively sending 

or receiving data over that port.

PoE Indicator:

Off: No PoE powered device (PD) connected. 

On: There is a PoE PD connected to be port, which 

supply power successfully. 

Blinking: Indicates the port is abnormal.

Fan Quantity 2 5

Buttons Reset:Reset: Hold for >5 sec. to restore factory default.

WI-PCMS528F-L3Model WI-PCMS554F-L3Physical Characteristics

PWR

Solid on: The system power supply is normal.

Off: The system power supply is abnormal.

Link indicator

Solid on: A link has been established on the interface.

Blinking: Data is being transmitted or received on the interface.

Off: No link is established on the interface.

SW*

Solid on: VLAN mode enabled or VLAN mode and PD Alive mode are enabled at the same time.

1/2s Blinking: Extend mode enabled or Extend mode and PD Alive mode are enabled at the same time.

1/4s Blinking: Extend mode and VLAN mode are enabled at the same time or Extend mode, PD Alive 

mode and VLAN mode are enabled at the same time.

Off: No function select or PD Alive mode enabled.

LED Indicators

Fan Quantity Fanless

Switch Dimensions (W*D*H) 200*118*44mm

Package Dimensions 245*190*60mm

Weight

Net Weight: 0.60 kg Net Weight: 0. 62kg

Package Weight: 0.86 kg Package Weight: 0.93 kg

Installation Desktop, Wall-mount

Net Weight: 0.62 kg

Package Weight: 0.93 kg

Button

VLAN mode

All downlink ports are isolated from each other, but can communicate with uplink ports.

PD Alive mode

All PoE ports enable PoE watchdog function, which can detect and reboot the offline compliant PoE powered devices.

Extend mode

The transmission distance of port can be up to 250m, but the rate is limited to 10Mbps.

DIP Switch

Model WI-PS206S WI-PS210S WI-PS210GS

* For details about how to select the DIP switch function mode, reference the Quick Installation Guide


